
FUTURISTIC FLAIR

WPE EXTERIOR

Embrace the 

Outdoor Living 

Experience with Elegant 

& Functional Exterior Clads!



E3 group began as a little endeavour in the interior products industry 

in 1990 and quickly became India's top interior and exterior 

manufacturer with more than 5000 dealer networks across PAN 

India. With ground-breaking qualities, E3 believes in 'Made in India' 

world-class quality products by 'Delivering promise and exceeding expectations.' 

Aesthetically appealing interior design, combining functionality and expression, has become 

crucial for promoting elegance and perfection, an extension of the unique you. At E3 Group, 

delighting consumers sparks the imagination, curiosity arouses creativity, and innovations 

provide opportunities.

No matter your business size, you can trust E3 Group for direct sales, quality, consistency, and 

professionalism. We have a little something for everyone! It is in our DNA. Trusted for many years, 

E3 is known to walk the extra mile by providing bespoke interiors for every decor need. 

Clads seamless panel is renowned for its top-notch 

quality and watertight construction. The entire wall can be 

decorated with artistic, contemporary decorative wall 

panels, which serve as the area's main draw. E3 makes clads panels in distinctive and intriguing 

designs with a flexible collection for any opulent or straightforward decor. Clads is the designer's 

top pick for a panel since it turns a plain room into a delightful and lovely home. E3 Charcoal 

Louvers are offered in a variety of sizes and designs to satisfy customer needs



Ushering forth luxury with a sustainable approach by fusing art, technology and design. E3 WPE Exterior 

Clads explores creative ideas and cutting-edge technology in an effort to reimagine tomorrow for a 

better and richer experience.  Incepted this year in 2023, E3 Exterior Clads is quickly becoming an 

overnight success as an excellent brand of Clads, which is eco-friendly.

WPE EXTERIOR

Waterproof Easy to Install Durability
Anti-Scratch 
Technology Termite Proof

Swelling or
Shrinkage Free

Anti-Fade
Technology

Wide Range of
Colours & Patterns

Easy to Clean UV Resistant



WPE EXTERIOR

SPECIFICATIONS

• Color may slightly vary from batch to batch.

• Total weight of the product can have a normal variation of ± 5%

• We reserve the right to amend the above specification without prior 

   notice with changes in raw material supplies.

COMPOSITION

DIMENSIONS

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

FIRE RESISTANCE

TERMITE RESISTANCE

INSTALLATION METHOD 

WPE (TIMBER FIBRE + HDPE AND ADDITIVES)

2900 mm x 219 mm x 25 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

YES 

YES 

TONGUE & GROOVE WITH 

STAINLESS STEEL CLIPS/CHANNEL

WATER RESISTANCE YES 

219 mm

2
5
 m

m

219 mm

2
5
 m

m

219 mm

2
5
 m

m

MOULDS OPTIONS

MILAN

VALENCIA

BERLIN

2900MM

219MM



WPE EXTERIOR

VALENCIA  SERIES



WPE EXTERIOR

DARK OAK
101

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

VALENCIA

VALENCIA  SERIES



WPE EXTERIOR

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

WALNUT
102

VALENCIA

VALENCIA  SERIES



WPE EXTERIOR

AMERICAN 
WENGE
103

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

VALENCIA

VALENCIA  SERIES



WPE EXTERIOR

TEAK
104

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

VALENCIA

VALENCIA  SERIES



WPE EXTERIOR

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

GREY
105

VALENCIA

VALENCIA  SERIES



WPE EXTERIOR

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

CHARCOAL
106

VALENCIA

VALENCIA  SERIES



WPE EXTERIOR

MILAN  SERIES



WPE EXTERIOR

MILAN  SERIES

DARK OAK
401

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

MILAN



WPE EXTERIOR

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

WALNUT
402

MILAN

MILAN  SERIES



WPE EXTERIOR

AMERICAN 
WENGE
403

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

MILAN

MILAN  SERIES



WPE EXTERIOR

TEAK
404

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

MILAN

MILAN  SERIES



WPE EXTERIOR

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

GREY
405

MILAN

MILAN  SERIES



WPE EXTERIOR

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

CHARCOAL
406

MILAN

MILAN  SERIES



WPE EXTERIOR

BERLIN  SERIES



WPE EXTERIOR

DARK OAK
501

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

BERLIN

BERLIN  SERIES



WPE EXTERIOR

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

WALNUT
502

BERLIN

BERLIN  SERIES



WPE EXTERIOR

AMERICAN 
WENGE
503

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

BERLIN

BERLIN  SERIES



WPE EXTERIOR

TEAK
504

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

BERLIN

BERLIN  SERIES



WPE EXTERIOR

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

GREY
505

BERLIN

BERLIN  SERIES



WPE EXTERIOR

WIDTH

AREA/PANEL

PANELS/BOX 

WEIGHT OF BOX 

WEIGHT OF PANEL

219 mm

6.84 sqft/Panel

4 Panels/Box

41 KG

9.8 KG

LENGTH 2900 mm

THICKNESS 25 mm

CHARCOAL
506

BERLIN

BERLIN  SERIES



It is recommended to use epoxy coating before oil or water based paint

For applications directly on the wall recommended glue is Araldite 
or any equivalent to the same.







WPE EXTERIOR

APPLICATIONS

EXTERIOR FACADES  CEILINGS  FALSE OR SUSPENDED CEILINGS  DUCTING | | |

PREFAB BUILDINGS  ROOFING   BALCONY   PARTITIONS  HIGHLIGHTER   | | | |

GATE CLADDING  SLIDING SHUTTER|



Okhla Industrial Area, Phase II, New Delhi-110020.

info@clads.in

www.e3panels.in
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